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NO SCALE

NOTES:

1. CURB AND GUTTER REINFORCING IS NOT
REQUIRED UNLESS SPECIFIED ON THE PLANS.

174" R.

31/2"—.

CURBING. 609
CLASS D
CONCRETE

N\—1/2" ROUND
DEFORMED BARS

CONCRETE GUTTER
(PER SPECIFICATIDNS OF
CONCRETE CURB AND GUTTER)

2. ADJUSTMENTS ARE TO BE MADE TO EXISTING
OR NEW CURB OR COMBINED CURB AND
GUTTER WHERE NECESSARY TO ENSURE DRAINAGE
OF STORM WATER INTO GUTTER.

CURBING. 609
CLASS D
CONCRETE

1/2" ROUND
DEFORMED BARS

CONCRETE BARRIER CURB

5' TRANSITION S
FROM MOUNTABLE
TO BARRIER CURB

~—17 172"

NO SCALE

ECTION
CURB

ITEM 609,

BARRIER CURB

MOUNTABLE CURB

,—CATCH BASIN

J

N 7

1

Y

172" EXPANSION JOINTS TO BE
PLACED AROUND ALL CATCH
BASIN APRONS.

NO SCALE PLAN
AREA IN SQ. FT. OF CURB SECTIONS ____REVISIONS _
EXPOSURE | COMB. BARRIER | BARRIER CURB
CURB & GUTTER
6" 1.285 0.806
8" | 0 - 0.806

STANDARDS FOR
STREET IMPROVEMENTS
CURB AND GUTTER
DETAILS
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NO SCALE 14A-17113




